DB-1l 60 | Hiteles raktari mérleg

SKU: 13212

Weight

Dimensions

Megnevezés

External size (Wi)
External size (De)
External size (Hi)

Net weight (kg)

Voltage (V/Hz)

Packaging dimension (Wi)
Packaging dimension (De)
Packaging dimension (He)

Gross weight (kg)

Max. temperature and
humidity (°C/%)

ADDITIONAL INFORMATION

19,7 kg
320 x 870 x 540 mm
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https://thermotechnika.eu/en/attributum/kulso-meret-sze/360-en/
https://thermotechnika.eu/en/attributum/kulso-meret-me/460-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/930-en/
https://thermotechnika.eu/en/attributum/netto-suly-kg/18-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/230-50-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/870-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/320-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/540-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/197-en/
https://thermotechnika.eu/en/attributum/max-hofok-es-para-c/1040-en/

PRODUCT DESCRIPTION

CAS DB-Il Industrial weighing scale with large platform. Weighing & Basic Counting function.
Additional features such as Tare, Percentage, Cumulative Weight Sum mode and weight & count
preset range (HI/OK/LO). RS-232C Interface for optional label or ticket printer connection. Pivot &

Tilting indicator. DB-Il range comes different base sizes depending on the capacity. Both LCD & VFD
display types available. Like most floor scales the DB-Il is designed for rough industrial conditions
such as logistics, food processing and also chemical plants.




Weight

Dimensions

Megnevezés

External size (Wi)
External size (De)
External size (Hi)

Net weight (kg)

Voltage (V/Hz)

Packaging dimension (Wi)
Packaging dimension (De)
Packaging dimension (He)

Gross weight (kg)

Max. temperature and
humidity (°C/%)

ADDITIONAL INFORMATION

19,7 kg
320 x 870 x 540 mm

360

460


https://thermotechnika.eu/en/attributum/kulso-meret-sze/360-en/
https://thermotechnika.eu/en/attributum/kulso-meret-me/460-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/930-en/
https://thermotechnika.eu/en/attributum/netto-suly-kg/18-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/230-50-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/870-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/320-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/540-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/197-en/
https://thermotechnika.eu/en/attributum/max-hofok-es-para-c/1040-en/







