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ELR-782 | Elektromos főzőüst
SKU: 11724

ADDITIONAL INFORMATION

Weight 100 kg

Dimensions 1000 × 850 × 1200 mm

Packaging dimension (Wi) 850

Packaging dimension (De) 1000

Packaging dimension (He) 1200

External size (Wi) 800

External size (De) 700

External size (Hi) 900

Gross weight (kg) 100

Voltage (V/Hz) 400/50

Power (W) 12000

Volume (l) 80

Net weight (kg) 8,2

https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/850-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/1000-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/1200/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/800/
https://thermotechnika.eu/en/attributum/kulso-meret-me/700-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/900-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/100/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/400-50-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/12000/
https://thermotechnika.eu/en/attributum/terfogat-l/80/
https://thermotechnika.eu/en/attributum/netto-suly-kg/82-en/
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PRODUCT DESCRIPTION

Rozsdamentes acél elektromos üst, kerek csészével, indirekt fűtéssel, kettős biztonsági rendszerrel,
vízfeltöltő csappal, hidegvíz-csatlakozóval. Kézi vízfeltöltésű.



Page: 3

ADDITIONAL INFORMATION

Weight 100 kg

Dimensions 1000 × 850 × 1200 mm

Packaging dimension (Wi) 850

Packaging dimension (De) 1000

Packaging dimension (He) 1200

External size (Wi) 800

External size (De) 700

External size (Hi) 900

Gross weight (kg) 100

Voltage (V/Hz) 400/50

Power (W) 12000

Volume (l) 80

Net weight (kg) 8,2

https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/850-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/1000-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/1200/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/800/
https://thermotechnika.eu/en/attributum/kulso-meret-me/700-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/900-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/100/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/400-50-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/12000/
https://thermotechnika.eu/en/attributum/terfogat-l/80/
https://thermotechnika.eu/en/attributum/netto-suly-kg/82-en/


Page: 4



Page: 5


