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FRE74A2V | Elektromos 2 aknás olajsütő zárt alsó szekrényen
SKU: 16452

ADDITIONAL INFORMATION

Weight 58 kg

Dimensions 830 × 500 × 950 mm

Brand MBM

Packaging dimension (Wi) 500

Packaging dimension (De) 830

Packaging dimension (He) 950

External size (Wi) 400

External size (De) 730

External size (Hi) 850

Internal size (Wi) 14

Internal size (De) 34

Internal size (He) 21

Gross weight (kg) 58

Voltage (V/Hz) 400/50/60

Electric/gas electric

Net weight (kg) 56

https://thermotechnika.eu/en/attributum/brand/mbm/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/500-en/
https://thermotechnika.eu/attributum/csomagolasi-meret-me/830/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/950-en/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/400-en/
https://thermotechnika.eu/en/attributum/kulso-meret-me/730/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/850-en/
https://thermotechnika.eu/en/attributum/belso-meret-sze/14/
https://thermotechnika.eu/en/attributum/belso-meret-me/34/
https://thermotechnika.eu/en/attributum/belso-meret-ma/21/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/58-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/400-50-60/
https://thermotechnika.eu/en/attributum/elektromos-gaz/electric/
https://thermotechnika.eu/en/attributum/netto-suly/56/
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GALLERY IMAGES
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