GBS55.78 | GaziizemU billenéserpenyd szénacél fenékkel

SKU: 19671

Weight

Dimensions

Packaging dimension (Wi)
Packaging dimension (De)
Packaging dimension (He)
External size (Wi)
External size (De)
External size (Hi)

Gross weight (kg)
Voltage (V/Hz)

Power (W)

Volume (I)

Net weight (kg)

ADDITIONAL INFORMATION

137 kg

860 x 850 x 1200 mm
850

860



https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/850-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/860/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/1200/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/800/
https://thermotechnika.eu/en/attributum/kulso-meret-me/700-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/900-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/137-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/230-50-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/12000/
https://thermotechnika.eu/en/attributum/terfogat-l/50/
https://thermotechnika.eu/en/attributum/netto-suly/122/

PRODUCT DESCRIPTION

GBS55.78 | Gazlizemd billendserpenyd 50 literes kapacitasu, szénacél fenekl készlilék. Az
ergonomikus kialakitds konnyU kezeltést tesz lehetévé. A billenéserpeny6 fedele oldalra vezetett
emeldbkarral nyithatd, elkertlve a kicsapddd gdz okozta sérllést. Tovabbi jellemzdk: Vizfeltoltd csap,
piezzo gyujtas.




ADDITIONAL INFORMATION

Weight 137 kg

Dimensions 860 x 850 x 1200 mm
Packaging dimension (Wi) 850

Packaging dimension (De) 860

Packaging dimension (He) 1200

External size (Wi) 800
External size (De) 700
External size (Hi) 900
Gross weight (kg) 137
Voltage (V/Hz) 230/50
Power (W) 12000
Volume (I) 50
Net weight (kg) 122



https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/850-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/860/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/1200/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/800/
https://thermotechnika.eu/en/attributum/kulso-meret-me/700-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/900-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/137-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/230-50-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/12000/
https://thermotechnika.eu/en/attributum/terfogat-l/50/
https://thermotechnika.eu/en/attributum/netto-suly/122/







