GLR-782 | Gaziuzemu f6zbust
SKU: 11721

Weight

Dimensions

Packaging dimension (Wi)
Packaging dimension (De)
Packaging dimension (He)
External size (Wi)
External size (De)
External size (Hi)

Gross weight (kg)
Voltage (V/Hz)

Power (W)

Volume (I)

Net weight (kg)

ADDITIONAL INFORMATION

110 kg
1000 x 850 x 1200 mm
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https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/850-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/1000-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/1200/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/800/
https://thermotechnika.eu/en/attributum/kulso-meret-me/700-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/900-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/110-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/230-50-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/12500-en/
https://thermotechnika.eu/en/attributum/terfogat-l/80/
https://thermotechnika.eu/en/attributum/netto-suly-kg/93-en/

PRODUCT DESCRIPTION

80 literes rozsdamentes acél gazlizemU f6z6Ust, kerek csészével, indirekt flitéssel, kettds biztonsagi
rendszerrel, vizfeltdltdé csappal, hidegviz-csatlakozdval és piezzo gyujtassal. Kézi vizfeltoltés.




ADDITIONAL INFORMATION

Weight 110 kg

Dimensions 1000 x 850 x 1200 mm
Packaging dimension (Wi) 850

Packaging dimension (De) 1000

Packaging dimension (He) 1200

External size (Wi) 800
External size (De) 700
External size (Hi) 900
Gross weight (kg) 110
Voltage (V/Hz) 230/50
Power (W) 12500
Volume (I) 80

Net weight (kg) 3



https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/850-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/1000-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/1200/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/800/
https://thermotechnika.eu/en/attributum/kulso-meret-me/700-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/900-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/110-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/230-50-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/12500-en/
https://thermotechnika.eu/en/attributum/terfogat-l/80/
https://thermotechnika.eu/en/attributum/netto-suly-kg/93-en/







