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GRANULES 900 PLUS Frontal loading | Granules warewasher
SKU: 22449

ADDITIONAL INFORMATION

Weight 333 kg

Dimensions 1020 × 1210 × 2050 mm

Brand DIHR

Packaging dimension (Wi) 1210

Packaging dimension (De) 1020

Packaging dimension (He) 2050

External size (Wi) 1095

External size (De) 910

External size (Hi) 1910

Gross weight (kg) 333

Voltage (V/Hz) 400/50

Power (W) 13000

Water consumption per cycle
(l) 4,4

Basket dimensions (mm) 735 x 240

Washing up efficiency
(basket/hour) 15

Tank capacity (l) 103

Duration of the cycle (mp) 4/6/8/10/12/15

Net weight (kg) 303

https://thermotechnika.eu/en/attributum/brand/dihr-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/1210-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/1020-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/2050-en/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/1095-en/
https://thermotechnika.eu/en/attributum/kulso-meret-me/910-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/1910-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/333-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/400-50-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/13000-en/
https://thermotechnika.eu/en/attributum/vizfogyasztas-ciklus-l/44-en/
https://thermotechnika.eu/en/attributum/kosarmeret-mm/735-x-240-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-kosar-ora/15/
https://thermotechnika.eu/en/attributum/mosogatotartaly-terfogat-l/103-en/
https://thermotechnika.eu/en/attributum/ciklus-idotartama-mp/4-6-8-10-12-15-en/
https://thermotechnika.eu/en/attributum/netto-suly-kg/303-en/
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PRODUCT DESCRIPTION

Features of the Granules Warewasher:- The washing system is covered by an International Dual
Patent- Twelve wash cycles, six of which combine water detergent and granules- Soft-touch panel

with multicolour key - Functional LCD Display for a constant control of all operations - Multi language
control panel- Double-wall body, fully insulated with high performance thermo-acoustic material- AISI

316 body and impeller, high performance wash-pump - Wash-tank in AISI 316 S/S with guaranteed
homogeneous thickness - Double, vertical easy-fit wash-arms, with concave nozzles to prevent clogs
and to optimize the combined flow of water and granules- All electric and electronic components are

sheltered in a dedicated box, for easy access from the machine’s front - It is placed on a rotating
support stand, to optimise the mechanical action of the granules on the surfaces to wash- Granules

collection strainer, with right-level mark for granules- The resistant lower part of the door becomes a
perfect working surface, simplifying the load/unload operations- The optional service trolley facilitates

the loading/unloading of the machine, increasing the operation speed and, consequently, the
machine’s productivity- Heat recovery unit, to optimize energy resources and cut down on steam and
wamodultank's capacity: 103 lboiler's capacity: 20 lwater consumption per cycle: 4,4 lbasket's size:

735x240 mm
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