KG-503 | Burgonyakoptaté gép

SKU: 1051

Weight

Dimensions

Packaging dimension (Wi)
Packaging dimension (De)
Packaging dimension (He)
External size (Wi)
External size (De)
External size (Hi)

Gross weight (kg)
Voltage (V/Hz)

Power (W)

Net weight (kg)

ADDITIONAL INFORMATION

55 kg
800 x 850 x 940 mm
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https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/850-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/800-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/940-en/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/622/
https://thermotechnika.eu/en/attributum/kulso-meret-me/529/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/867/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/55-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/400-50-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/750-en/
https://thermotechnika.eu/en/attributum/netto-suly/485/

PRODUCT DESCRIPTION

Rozsdamentes kivitel, konnyen tisztihato, kis veszteséggel tisztitanak. A betdltényilasok fedelei
elektromosan reteszeltek. A koptatéfellletek kénnyen cserélheték. Vizcsatlakozas: C 1/2".




ADDITIONAL INFORMATION

Weight 55 kg

Dimensions 800 x 850 x 940 mm
Packaging dimension (Wi) 850

Packaging dimension (De) 800

Packaging dimension (He) 940

External size (Wi) 622
External size (De) 529
External size (Hi) 867
Gross weight (kg) 55
Voltage (V/Hz) 400/50
Power (W) 750

Net weight (kg) 48,5
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https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/940-en/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/622/
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