MYCOOK 1.8 | Multifunctional food processor

SKU: 14251
ADDITIONAL INFORMATION
Weight 8,6 kg
Dimensions 370 x 420 x 370 mm
Megnevezés
External size (Wi) 350
External size (De) 270
External size (Hi) 290
Net weight (kg) 7.5
Power (W) 1800
Voltage (V/Hz) 230
Internal size (Wi) 345
Internal size (De) 265
Internal size (He) 265
Packaging dimension (Wi) 420

Packaging dimension (De) 370

Packaging dimension (He) 37

Gross weight (kg)



https://thermotechnika.eu/en/attributum/kulso-meret-sze/350-en/
https://thermotechnika.eu/en/attributum/kulso-meret-me/270-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/290-en/
https://thermotechnika.eu/en/attributum/netto-suly-kg/75-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/1800-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/230-en/
https://thermotechnika.eu/en/attributum/belso-meret-sze/345-en/
https://thermotechnika.eu/en/attributum/belso-meret-me/265-en/
https://thermotechnika.eu/en/attributum/belso-meret-ma/265-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/420-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/370-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/370-en/

PRODUCT DESCRIPTION

Mycook is the induction food processor that offers countless functions in one single machine. With a
special stir-fry speed and loads of recipes available for you to enjoy our Mediterranean cooking.

1600W
From 30°C till 120°C
From 1 to 10 plus Kneading Function
Sauté button same than speed 1
Automatic Stop
Automatic Stand by
Stainless steel blades
2 liters jar
Intuitive and easy to use
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8,6 kg
370 x 420 x 370 mm
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