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SPIRAL MIXER IFM 22 | IFM22
SKU: 14870

ADDITIONAL INFORMATION

Weight 101 kg

Dimensions 470 × 770 × 780 mm

Brand Pizza Group

Packaging dimension (Wi) 770

Packaging dimension (De) 470

Packaging dimension (He) 780

External size (Wi) 400

External size (De) 690

External size (Hi) 630

Gross weight (kg) 10,1

Voltage (V/Hz) 230/50

Power (W) 900

Net weight (kg) 7,5

PRODUCT DESCRIPTION

https://thermotechnika.eu/en/attributum/brand/pizza-group-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-sze/770-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-me/470-en/
https://thermotechnika.eu/en/attributum/csomagolasi-meret-ma/780-en/
https://thermotechnika.eu/en/attributum/kulso-meret-sze/400-en/
https://thermotechnika.eu/en/attributum/kulso-meret-me/690-en/
https://thermotechnika.eu/en/attributum/kulso-meret-ma/630-en/
https://thermotechnika.eu/en/attributum/brutto-suly-kg/101-en/
https://thermotechnika.eu/en/attributum/tapfeszultseg-v-hz/230-50-en/
https://thermotechnika.eu/en/attributum/teljesitmeny-w/900-en/
https://thermotechnika.eu/en/attributum/netto-suly-kg/75-en/
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Painted steel cover, 1 speed (2 speeds opc.), Stainless steel fixed bowl and kneading lever, protective
grid, rubber feet (wheel op.) Max. capacity: 18kg (22l).
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